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Roller Blind
Product Catalogue

Bracket

MAXIMUM BLIND DROP
Tube

38mm Standard Mounting Bracket

38mm Standard Mounting Bracket

38mm Standard Mounting Bracket

38mm Extension Bracket

38mm Extension Bracket

38mm Extension Bracket

38mm Tube

45mm Tube

55mm Tube

38mm Tube

45mm Tube

55mm Tube

Maximum Drop

420 cm

370 cm

300 cm

1,620 cm

1,710 cm

1,680 cm

Standard Mechanism 38mm Tube

MINIMUM LOOP DROP - STANDARD MECHANISM (When using Ball Stopper)

Standard Mechanism 45mm Tube

Blind Drop Loop Size Blind Drop Loop Size

60 cm

80 cm

100 cm

120 cm

140 cm

160 cm

50 cm

50 cm

50 cm

75 cm

75 cm

160 cm

180 cm

200 cm

220 cm

240 cm

75 cm

100 cm

100 cm

120 cm

120 cm

60 cm

80 cm

100 cm

120 cm

140 cm

50 cm

50 cm

50 cm

75 cm

75 cm

160 cm

180 cm

200 cm

220 cm

240 cm

100 cm

100 cm

100 cm

100 cm

120 cm

Geared Mechanism 38mm Tube

MINIMUM LOOP DROP - GEARED MECHANISM (When using Ball Stopper)

Geared Mechanism 45mm Tube

Blind Drop Loop Size Blind Drop Loop Size

60 cm

80 cm

100 cm

120 cm

140 cm

160 cm

50 cm

75 cm

100 cm

120 cm

120 cm

160 cm

180 cm

200 cm

220 cm

240 cm

150 cm

150 cm

180 cm

180 cm

200 cm

60 cm

80 cm

100 cm

120 cm

140 cm

50 cm

75 cm

75 cm

100 cm

100 cm

160 cm

180 cm

200 cm

220 cm

240 cm

120 cm

150 cm

180 cm

180 cm

200 cm

Maximum Blind Drop for 38mm Standard Mounting & Extension Bracket:

Minimum Loop Drop for Standard & Geared Mechanism with 38mm & 45mm Tube: 




